
ECU SERIES

ECU-C ECU-R ECU-B

Maximum # of modules monitored

YC600:  
~ 200 modules

YC1000-QS1:  
~ 400 modules

YC600:  
~ 200 modules

YC1000-QS1:  
~ 400 modules

4 modules  
(regardless of micros)

Communication with micros Zigbee Zigbee Zigbee

Internet connection: Ethernet RJ45  

Internet connection: wifi   

Integrated meters (with CTs) 
(PV production, household consumption,  
grid import/export)



Zero re-injection 

Relay: use of excess energy 

Commissioning with ECU_APP   

Local Interface 

3 years Warranty   

emea.APsystems.com

Europese Kantoren:

APsystems Netherlands
Cypresbaan 7, 2908LT, Capelle aan den ljssel, The Netherlands
Tel : 031-10-2582670
Email : emea@apsystems.com

APsystems France
Rue des Monts d’Or, ZAC de Folliouses Sud-Les Echets,
01700 Miribel, France
Email : emea@apsystems.com | Tel: +33-4-81 65 60 40

Scan de QR-codes om de ECU-APP  
te downloaden met behulp van uw mobiel  

of tablet.

APPLICATIE VOOR CONFIGUREN EN 
REGISTEREN

ECU APP

IOS ANDROID

Download in de APP Store of op GOOGLE Play, de 
APsystems ECU APP geeft u toegang tot de ECU-R of de 
ECU-C voor configuratie en installatie.


